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Mortar for use in masonry
SP100

Great performance for smart prices

Suitable for assemblies in perforated 

brick with sleeve
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smartline SP100 Mortar for use in masonry
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Features
• European Technical Assessment according to ETAG 029 for use in 

masonry
• European Technical Assessment Option 7 for non-cracked 

concrete with anchor rod and with rebar used as anchor
• VOC free according to Swiss legislation and certified A+ 

according to DEVL 1101903D / DEVL 1104875A
• LEED - Test Report
• Suitable for assemblies in perforated brick with sleeve
• Medium duty fastening
• Fast curing
• Variable setting depth
• Application also in wet and water-filled drill holes
• Styrene free and low odour
• Colour of mortar: grey
• Shelf life: 18 months
• Indoor (zinc plated) and outdoor (stainless steel) applications

Applications 
light steel constructions, frames, gates, light duty applications, 
façades, consoles

Temperatures

Installation

      

-5÷0°C 0÷10°C 10÷20°C 20÷30°C 30÷40°C

Working time, in minutes (t
gel

) 40 20 9 5 3 
Curing time, dry in minutes (t

cure
) 180 90 60 30 20 

Curing time, wet in minutes (t
cure

) 180 90 60 30 20 

smartline SP100 Polyester mortar, styrene 
free, 300 ml cartridge

Article code Description Languages Content Box 
content

Quantity 
per pallet

 8000001 Cartridge incl. 1 mixer DE/GB/FR/IT/PL/NL 300 15 1260
 8000002 Cartridge incl. 1 mixer GB/RU/SLO/HR/HU/BG/RO 300 15 1260

Application with silicone gun

1) not part of the assessment

smartline SP100 Technical Data for anchorage in concrete

Drilling hole Ø mm Effective anchorage 
depth min. mm

Effective anchorage 
depth max. mm

Clearance hole in 
fixture mm

Min. distance betw. 
anchors mm

Min. edge distance mm Installation torque (Nm)

d0 hef min hef max df smin mm cmin Tinst

M8 10 60 160 9 0.5*hef 0.5*hef 8
M10 12 60 200 12 0.5*hef 0.5*hef 10
M12 14 70 240 14 0.5*hef 0.5*hef 15
M16 18 80 320 18 0.5*hef 0.5*hef 25
M20 1) 24 90 400 22 100 100 45
M24 1) 28 96 480 26 120 120 60
M27 1) 32 108 540 30 135 135 70
M30 1) 35 120 600 33 150 150 80

smartline SP100 Technical Data for anchorage in calcium silicate brick, brick and perforated brick

Sleeve 
mm

Drilling hole 
Ø mm

Effective 
anchorage 
depth mm

Drilling depth 
mm

Clearance hole in fixture mm Installation torque 
(Nm)

d0 hef h0 df Tinst max
Without sleeve, M8 - 10 80 80 ≤ 9 2 (Solid brick = 14)
Without sleeve, M10 - 12 90 90 ≤ 12 2 (Solid brick = 14)
Without sleeve, M12 - 14 100 100 ≤ 14 2 (Solid brick = 14)
Without sleeve, M16 - 18 100 100 ≤ 18 2 (Solid brick = 14)
Without sleeve, MIG-M6 - 12 90 90 ≤ 7 2 (Solid brick = 14)
Without sleeve, MIG-M8 - 14 100 100 ≤ 9 2 (Solid brick = 14)
Without sleeve, MIG-M10 - 18 100 100 ≤ 12 2 (Solid brick = 14)
With sleeve, M8 12x80 12 80 85 ≤ 9 2 (Solid brick = 14)
With sleeve, M8/M10/MIG-M6 16x85 16 85 90 ≤ 7 (MIG-M6) / ≤ 9 (M8) / ≤ 12 (M10) 2 (Solid brick = 14)
With sleeve, M8/M10/MIG-M6 16x130 16 130 135 ≤ 7 (MIG-M6) / ≤ 9 (M8) / ≤ 12 (M10) 2 (Solid brick = 14)
With sleeve, M12/M16/MIG-M8/MIG-M10 20x85 20 85 90 ≤ 9 (MIG-M8) / ≤ 12 (MIG-M10) / ≤ 14 (M12) / ≤ 18 (M16) 2 (Solid brick = 14)
With sleeve, M12/M16/MIG-M8/MIG-M10 20x130 20 130 135 ≤ 9 (MIG-M8) / ≤ 12 (MIG-M10) / ≤ 14 (M12) / ≤ 18 (M16) 2 (Solid brick = 14)
With sleeve, M12/M16/MIG-M8/MIG-M10 20x200 20 200 205 ≤ 9 (MIG-M8) / ≤ 12 (MIG-M10) / ≤ 14 (M12) / ≤ 18 (M16) 2 (Solid brick = 14)

For detailed information see assessment


